SIZES OF CENTRE PIVOT WINDOWS

Windows size (cm)
(size of the outside frame) 45X 75

-

\¥/hat distinguishes Fakro window ?

V4GP The V40P air inlet works by providing a continuous, automatic adjustment of the air flow

duct size, supplying an optimum amount of air into the room, keeping you cool in the attic.

55X 98 78 X 98 During the rain season, when significant temperature differences and strong gusts of wind
(size of the outside frame) R i are frequent, the air inflow from outside can be excessive so the V40P air inlet limits the

amount inflowing air — automatically

Anti-burglary re-inforcement

Both toughened glass and reinforced hardware make FAKRO roof window safer and less susceptible to

break-in attempts thanks to increased burglar resistance. )
FAKRO roof windows are the only ones on the market to have been granted the German TUV Certificate.

Features: Fakro topSafe system strengthening the roof window structure and limit the number of burglaries where
— the window is double glazed with tempered glass as standard and by using a single chambered construction with ' access is gained through roof windows.
energy saving panes, each glazed unit achieves a U-pane value 1.0 W/m2K, The main features of the topSafe system are:

— manufactured in pine, vacuum impregnated and coated with four coats of white polyurethane It is an innovative solution concerning hinge fixing. Longer and thicker screws driven into the wooden profile
at an angle to prevent the hinges from being ruptured, making it impossible to force the sash inside,metal

varnish to create a durable, moisture resistant surface,
— automatic vent air inlet V40P elements strengthening the locking system,metal slat, making it difficult to break the window open with the use
— handle positioned on the lower part of the sash for easy operation and secure opening in two positions, of tools.
— suitable for roofs with pitches between 15° and 90° (when fitted with correct flashing),
— wide range of accessories.




